Wire-wound Metal Power Inductors MCOIL™
for General Purpose

LSDN series

Code in front of Series have been extracted from Part number, which describes the segment of products, such as kinds and characteristics.

B PART NUMBER

* Operating Temp.:-40~+125°C (Including self-generated heat)
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LSDN Wire—wound Metal Power Inductor for General Purpose

(1) Product Group
Code
L Inductors

(2) Category

Code Recommended equipment
S for General Purpose

@Features

Code Feature

D Bottom electrode (Ag X solder)

®@Dimensions (L X W)

Code Dimensions (L X W) [mm]

1616 16%1.6

2020 20x20

3030 3.0x3.0

4040 40x40

5050 49%x49

@Dimensions (H)

Code Dimensions (H) [mm]
JE 0.95
KK 1.0
MK 1.2
PK 14
WK 20

(3) Type

Code

D

Metal Wire—wound (Drum type)

(4) Features, Characteristics

Code
N Standard Power choke
(BPackaging
Code Packaging
T Taping

®Nominal inductance

Code Nominal inductance [puH]
(example)
R47 0.47
1RO 1.0
4R7 4.7

3¢R=Decimal point

DInductance tolerance

Code Inductance tolerance
M +20%
N +30%

(®Special code

Code Special code
F Ferrite coating
M Metal coating

DInternal code

i_smd_MD_S_e-E14R01



W STANDARD EXTERNAL DIMENSIONS / STANDARD QUANTITY

Recommended Land Patterns Type A B C
| ; 1616 05 1.10 1.65
! : 2020 0.65 1.35 20
3030 0.8 2.2 2.7
c 4040 1.2 28 37
5050 1.5 3.6 42
Unit: mm
A A
Type L W H R P Standard qu:..-zntlty
[pcs]Taping
1616KK 1.64=+0.1 1.64=+0.1 1.0 max 0.40 +0.2/-0.1 1.0+£0.2 9500
(0.065=0.004) (0.06520.004) (0.039 max) (0.016 +0.008/-0.004) (0.03920.008)
+ + + +
92020JE 20=%0.15 2.0%0.15 0.95 max 0.50+0.2 1.25+0.2 2500
(0.0790.006) (0.07920.006) (0.037 max) (0.02+0.008) (0.0490.008)
20=*0.15 2.0=x0.15 1.0 max 0.50£0.2 1.25+0.2
2020KK (0.0790.006) (0.07920.006) (0.039 max) (0.02+0.008) (0.04920.008) 2500
20=*0.15 2.0%0.15 1.2 max 0.50+0.2 1.25+0.2
2020MK (0.0790.006) (0.0790.006) (0.047 max) (0.02+0.008) (0.049£0.008) 2500
3.0x0.1 3.0x0.1 1.0 max 0.90+0.2 19402
3030KK (0.118%0.004) (0.1180.004) (0.039 max) (0.03520.008) (0.07520.008) 2000
3.0%0.1 3.0=x0.1 1.2 max 0.90%0.2 1.9+0.2
S030MK (0.118%0.004) (0.1180.004) (0.047 max) (0.035=%0.008) (0.075£0.008) 2000
+ + + +
4040JE 40+0.2 40+0.2 0.95 max 1.1+0.2 25+0.2 1000
(0.157%0.008) (0.157%0.008) (0.037 max) (0.043£0.008) (0.098+0.008)
40%0.2 40+0.2 1.2 max 1.1+0.2 25+02
A040MK (0.157£0.008) (0.157=0.008) (0.047 max) (0.043+0.008) (0.098+0.008) 1000
40+0.2 40+0.2 2.0 max 1.1+0.2 25+0.2
4040WK (0.157%0.008) (0.157%0.008) (0.079 max) (0.043£0.008) (0.098+0.008) 700
+ =+ + +
5050PK 49+0.2 49+0.2 1.4 max 1.20%+0.2 3.3%+0.2 1000
(0.193+0.008) (0.193+0.008) (0.055 max) (0.047=0.008) (0.130+0.008)

Unit: mm(inch)
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