Wire—wound Ferrite Inductors LSQB/LSQC/LSQE series
for General Purpose
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B PART NUMBER * Operating Temp.:-40~+105°C (Including self-generated heat)
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(DSeries
Code
(1)(2)(3)(4)
LSQB Wire—wound Ferrite Inductor for General Purpose
LSQC Wire—wound Ferrite Inductor for General Purpose
LSQE Wire—wound Ferrite Inductor for General Purpose
(1) Product Group (3) Type
Code Code
L Inductors Q Ferrite Wire—wound (Horizontal type)

(2) Category

(4) Features, Characteristics

Code Recommended equipment Code
B Standard
S for General Purpose C High current
E Low Rdc
@Features (BPackaging
Code Feature Code Packaging
A 5-surface electrode (Ag—resin X Sn—plate) T Taping
B L-shape electrode (Ag-resin X Sn—plate)
(®Nominal inductance
@Dimensions (L X W) - - (SR Nominal inductance [puH]
Code Type (inch) Dimensions (L X W) (example)
[mm] 1RO 1.0
1608 1608 (0603) 1.6%0.8 100 10
2012 2012(0805) 20x1.25 101 100
2016 2016 (0806) 20%x1.6 3¢R=Decimal point
2518 2518(1007) 25%x1.8
3218 3218(1207) 32x18 @Inductance tolerance
3225 3225(1210) 32%25 Code Inductance tolerance
K +10%
@Dimensions (T) M +20%
Code Dimensions (T) [mm]
08 08 ®Special code
12 1.25 Code Special code
16 16 R Low Rdc type
18 1.8
25 25 @Internal code
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W STANDARD EXTERNAL DIMENSIONS / STANDARD QUANTITY

Recommended Land Patterns
Surface Mounting

5-surface electrode *Mounting and soldering conditions should be checked beforehand.

L-shape electrode

Applicable soldering process to these products is reflow soldering only.

Type A B (o}
A1608 0.55 0.7 0.9
¢ B1608 0.55 0.7 1.0
A2012 0.60 1.0 1.45
A2016 0.60 1.0 1.8
A i A2518 0.60 15 20
A3218 0.85 1.7 20
A3225 0.85 1.7 2.7
Unit: mm
Standard quantity[pcs]
T L w T
o= © Paper tape Embossed tape
A160808 1.6+0.1 0.8%+0.1 0.8%+0.1 0.35+0.15 _
(0.063+0.004) (0.031+0.004) (0.031+0.004) (0.014+0.006)
1.6+0.2 0.8+0.2 0.8+0.2 0.45+0.15
B160808 (0063+0008) | (0.031£0008) | (003120008) | (0.01620.006) 3000
2.0+0.2 1.25+0.2 1.25+0.2 0.5+0.2
A201212 (0.079+0.008) (0.0490.008) (0.0490.008) (0.020+0.008) 3000
20=+0.2 1.6+0.2 1.6+0.2 05+0.2
A201616 (0079£0008) | (0.063+0008) | (0.063:0008) | (0.020:0.008) 2000
25+0.2 1.8+0.2 1.8+0.2 0.5+0.2
A251818 (0.098=£0.008) (0.071+0.008) (0.071+0.008) (0.020+0.008) 2000
3.2+0.2 1.8+0.2 1.8+0.2 0.6+0.2
As21818 (0.126£0008) | (0.071£0.008) | (0071:0008) | (0.024:0.008) 2000
3.2+0.2 25+0.2 25+0.2 0.6+0.3
A322525 (0.126+0.008) (0.0980.008) (0.0980.008) (0.024+0.012) 1000

Unit: mm (inch)
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